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VERT   :

HORZ   : 
SECTIONS-

5851-1021

M GILBERT    ...................................

M GILBERT    ...................................

OCT 21

OCT 21

OCT 21

TAPER NEW FOOTPATH
TOWARDS EXISTING FOOTPATH

NEW KERB AND GUTTER TO HAVE AN
EXTENDED CONCRETE DEPTH TO MATCH

INTO NEW LANDING

NEW LANDING PAD FOR CROSSING TO HAVE
MAX 3% CROSS FALL TOWARDS ROAD. MAX
LONG FALL ROAD ALONG ROAD TO BE 7.3%

NEW 150mm WIDE KERB WALL TO BE
INSTALLED. APPROX. 600mm HIGH

INVERT OF

GUTTER TO
INVERT OF

WALL TO BE
1.65m

TAPER ADDITIONAL KERB WALL
TO LANDING PAD

5.0m

3.0m

0.9m

0.9m

1.5m

1.5m

1.5m

CONSTRUCT 3 STEPS 1.65m WIDE. RISERS TO BE
150mm  TREAD TO BE 300mm. CONSTRUCT IN
ACCORDANCE WITH RCC SD20A

NEW 1.3m WIDE FOOTPATH TO BE
ADJACENT TO RAMP AND STEPS

1.3m
MAX  FALL

12.5%

NEW RAMP TO BE CONSTRUCTED IN
ACCORDANCE TO RCC SD5A. NO WINGS ARE

TO BE CONSTRUCTED FOR KERB RAMP

NEW LANDSCAPING TO BE INSTALLED.
REFER TO LANDSCAPING DETAIL FOR

ADDITIONAL INFORMATION

NEW V-LOCK SIGNPOST WITH CHEVRON SIGN. APPROX 1.0m HIGH
OFF SURFACE OF KERB NIB. SEE V-LOCK DETAIL FOR INSTALLATION

STORM BUSH GREY CONCRETE INFILL TO
BE USED ON SIGNPOST SIDE. REFER TO

DETAILS FOR FURTHER INFOMATION

INDICATIVE ONLY 




